
Naamstructuur Uniview apparaten



Naamstructuur Uniview

• Uniview heeft een naamstructuur voor recorders en camera’s

• De artikelnummers matchen met deze naamstructuren



Camera benaming

IPC 212 2 UPF40M-

IP Camera

212: Mini Bullet(Fixed Lens)

222: 2 IR LED Bullet(Fixed Lens)

232: Vari-focal Bullet

25: High-end Bullet(8-inch)

26: High-end Bullet(6-inch)

2C2: 4 IR LED Bullet(Fixed Lens)

31: Mini Dome(Fixed Lens)

32: Fixed Lens Dome

323: Vari-focal Dome

35: Fixed Lens Dome(G3)

353: Vari-focal Dome(G3)

361: Fixed Lens Turret Dome

363: Vari-focal Turret Dome

5X: Box Camera

62X: Regular 6-inch Speed Dome

63X: Economic 6-inch Speed Dome

64X: Mini PTZ Dome

68X: 8-inch Speed Dome

74: PTZ Bullet

81: Entry-level Fisheye

85X: OmniView

86: High-end Fisheye

L R5

1: 1MP/1.3MP

2: 2MP

3: 3MP

4: 4MP

5: 5MP

6: 6MP

8: 8MP

L: Lite

S: Standard

E: Enhanced

I: Indoor

B: With Bracket

K: Parking Detection

WH: White light

FW: With White LED

L: IR LASER

R1: 10-20m IR

R3: 30-40m IR

R5: 50-60m IR

R6: 60m IR

R9: 90m IR

RA: >100m IR

Main Feature:

XN: N Times Zoom Rate

D: Ture WDR

H: 60fps

A: Built-in Audio

U: Starlight

Additional Feature:

V: Vandal-proof

P: PoE

N: No Cable 

S: Simplified Cable

M: Metal 

Lens:

FX: X/10mm Fixed lens

Z/ZX: X/10mm Motorized lens

Network interface:

W: WiFi

G: SFP Slot (Fiber)
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Recorder benaming

NVR 3 -

Network Video Recorder

LX08

02: 2 SATA Slots   

04: 4 SATA Slots   

08: 8 SATA Slots   

16: 16 SATA Slots

3: Regular

5: Super

04: 4 Channels

08: 8 Channels

09: 9 Channels

16: 16 Channels

32: 32 Channels

64: 64 Channels

128: 128 Channels

Main Features:

L: Plastic

E: Enhanced(old)

P: PoE Ports

R: RAID(With Removable Front Panel)

Sub-series:

B: B Series

X: X Series

S: S Series

S2: S2 Series

-01 P8

Number of PoE Ports:

P4: 4 PoE Ports

P8: 8 PoE Ports

P16: 16 PoE Ports

Update Version:

-B: B Version
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